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BELIZE  HIGH  SEAS  FISHING 

IOTC Resolution 10/06 On Reducing the 

Incidental Bycatch of Seabirds in longling 

Fisheries 

In accordance with the above mentioned 

Resolution, it is the obligation of the Flag State to 

ensure reduction in levels of seabird bycatch 

through the use of effective mitigation measures 

by its vessels. 

 

As a consequence it is mandatory that all longline 

vessels fishing south of 25 degree south in the 

IOTC Convention Area utilize at least two the 

mitigation measures in Table 1 including at least 

one from Column A.  Vessel shall not use the 

same measure from Column A and Column B 

 

All long line vessels fishing south of 30 degree 

south shall utilize at least two of the mitigation 

measures in Table 1 including at least one from 

Column A.  Vessel shall not use the same measure 

from Column A and Column B 

 

In all other areas longline vessels must use at 

least one of the measures in Table 1 

 

Mitigation Measures used shall conform to the 

minimum technical standards for the measures as 

show in Table 2 

 

The design and deployment for bird scaring lines 

shall meet the specifications provided in Annex 1 

 

 

 

 

 

Reducing Incidental Bycatch 

of Seabirds in Longline 

Fisheries in the IOTC Area 

 
 

 

Table 1: Seabird Mitigation Measures 

Column A Column B 

Night setting with 

minimum deck lighting 

Night setting with 

minimum deck lighting 

Bird-scaring lines 

(Tori-Lines) 

Bird - scaring lines (Tori 

Lines) 

Weighted branch lines Weighted branch lines 

 Blue-dyed squid bait 

 Offal discharge control 

 Line shooting device 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

  

 

1 S T  September 2010 

Guidance Note to Fishing Vessel Owners and Operators 

This guidance note is intended to 
highlight the main provisions of the new 
IUU Regulation and its implementation in 
Belize 

003-2010 
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Table 2: Minimum Technical Standards 

 

Mitigation Measure Description Specification  

Night setting with 

minimum deck lighting 

No setting between nautical 

dawn and before nautical 

dusk. Deck lighting to be 

kept to a minimum 

Nautical dusk and nautical dawn are defined 

as set out in the Nautical Almanac tables for 

relevant latitude, local time and date.  

Minimum deck lighting should not breach 

minimum standards for safety and 

navigation 

Bird-scaring lines  

(tori-lines) 

A bird-scaring line shall be 

deployed during longline 

setting to deter birds from 

approaching the branch line 

Design and deployment for bird-scaring 

lines are provided in Annex 2 of this 

Resolution  

Weighted branch lines Weights must be attached 

to all branch lines in 

accordance with 

specifications provided 

-minimum of 45 grams weight attached to 

all branch lines; 

-less than 60 grams weight must be within 1 

meter of the hook; 

-60 grams or greater and less than 98 

grams must be within 3.5 meters of the 

hook; and 

- 98 grams or greater must be within 4 

meters of the hook 

Blue-dyed squid bait All bait must be dyed to the 

colour and shade shown in 

the placard provided but 

the IOTC Secretariat 

The standardized colour shall be equivalent 

to bait dyed using “Brilliant Blue” food dye 

(Colour Index 42090, also known as Food 

Additive Number E133 mixed at 0.5% for 

minimum of 20 minutes. 

Management of offal 

discharge 

 

 

 

 

Line-setter or line-

shooter 

No ffal discharge during 

setting. Strategic offal 

discharge may occur during 

hauling 

 

 

Permits a mainline to be set 

slack (no tension astern) 

No offal discharge during setting. Offal 

discharge during hauling should be avoided 

if possible.  If offal discharge is essential 

during hauling, it must be from the opposite 

side of the boat during hauling 

___________________________________________ 

Position line-setter as close to the water line 

as feasible. 

Ensure mainline is pulled at a constant 

speed and slightly faster than the speed of 

vessel during line-setting, to ensure lines 

are set slack to aid sinking rate.  Avoid 

setting into propwash 
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ANNEX II 

 

DESIGN AND DEPLOYMENT OF BIRD SCARING LINES (TORI LINES) 

 

Bird-Scarring Line Design 

1. The bird-scaring line shall be a minimum of 100 m in length and if less than 150 m in length 

will include an object towed at the seaward end to create tension to maximize aerial coverage.  

The section above water shall be a strong fine line of a conspicuous colour such as red or 

orange. 

2. The above water section of the line shall be sufficiently light that its movement is unpredictable 

to avoid habituation by birds and sufficiently heavy to avoid deflection of the line by wind. 

3. Streamers for the bird scaring line shall be made of material that is conspicuous and produces 

an unpredictable lively action (e.g. strong fine line sheathed in red polyurethane tubing) and 

shall be suspended in pairs from a robust three-way swivel attached to the bird scaring line 

and shall hang just clear of the water. 

4. There shall be a maximum of 5 m between each streamer pair. 

5. The number of streamers shall be adjusted for the setting speed of the vessel, with more 

streamers necessary at slower setting speeds. 

 

Deployment of Bird Scaring Lines 

 

1. The line shall be deployed before longliners enter into the water. 

2. The line should have an aerial coverage of at least 100 meters.  To achieve this coverage the 

line shall be suspended from a point a minimum of 5 meters above the water at the stern on 

the windward side of the point where the branch line enters the water. 

3. The bird scaring line shall be set so that streamers pass over baited hooks in the water.  The 

position of the object towed shall be maintained so as to ensure, even during crosswinds, that 

the aerial extent of the bird-scaring line is over the branch line as far astern of the vessel as 

possible. 

4. Because there is the potential for line breakage and tangling, spare bird scaring lines shall be 

carried onboard to replace damaged lines and to ensure fishing operations can continue 

uninterrupted. 

 

                                   Figure 1. Diagram of Bird-scaring Streamer Line 
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